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THIS PROJECT INVOLVES THE MODIFICATION TO THE EXISTING TRAFFIC SIGNAL 1. VIDEO CAMERA LOCATION/ALIGNING SHALL BE COORDINATED WITH THE SHA ENGINEER. .
AT THE INTERSECTION OF MD 45 AT FAIRMOUNT AVE/CARVER SCHOOL ENTRANCE 2. THE CONTRACTOR SHALL VERIFY ALL PROPOSED POLE LOCATIONS PRIOR TO INSTALLATION. Phuse Chqull
g}'}fREéHéMURE COUNTY. MD 45 IS CONSIDERED TO RUN IN A NORTH/SOUTH 3. PAVEMENT MARKINGS DETAILED ARE PROPOSED AND ARE TO BE INSTALLED BY THE CONTRACTOR IN
T : ACCORDANCE WITH MD-SHA STANDARDS. ALL OTHER PAVEMENT MARKINGS ARE TO BE CONSIDERED AS
THIS MODIFICATION IS DUE TO THE WIDENING OF THE CARVER SCHOOL ENTRANCE EXISTING. | | 5 3 5 6 8 9 10 11 12 131 15 17 20 18 19
AND RELOCATION OF THE SIDEWALK IN THE NORTHWEST COURNER. ' | 4. GEOMETRICS SHALL BE CONFIRMED PRIOR TO THE INSTALLATION OF SIGNAL EQUIPMENT. ALL TRAFFIC ! N ’ 3’_6 14’_ —
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INTERSECTION OPERATION HIGHEST ROADWAY PROFILE GRADE FOR DPEN SECTIONS. TO MEET CLEARANCES AS SPECIFIED IN MD 0 o ® ® @ 0 o & 0 0 0 o
THE EXISTING INTERSECTION OPERATION IS TO REMAIN UNCHANGED. 816.03, MD 818.01. MD B18.02. MD 818.04. THE CONTRACTOR SHALL VERIFY ULTIMATE GRADES PRIOR e e e @ @ @
| TO THE INSTALLATION OF ALL SIGNAL EQUIPMENT. @ @ @ @ @
SPECIAL NOTES 5. ALL UNDERGROUND AND OVERHEAD UTILITIES SHOWN ON THESE PLANS ARE SCHEMATIC AND ARE NOT , : -+
1. THE CONTACT P OR THIS p . TO BE CONSIDERED COMPLETE. THE CONTRACTOR SHALL BE RESPONSIBLE FOR NOTIFYING ALL UTILITY PHASE 2 AND 5 R R [«G—|«G—|{«G—| G | G R R R R R | DW | DW | DW | DW éx H
' NTACT PERSONS FOR THIS PRUJECT ARE AS FOLLOWS: COMPANIES PRIOR TO CONSTRUCTION SO THAT ALL UTILITIES MAY BE LOCATED IN THE FIELD. IF THE
M oD TN KUHN, ASSISTANT DISTRICT ENGINEER - TRAFFIC CONTRACTOR PERCEIVES THAT A CONFLICT BETWEEN THE UTILITIES AND THE TRAFFIC SIGNAL EQUIPMENT 5 CHANGE R| R |¢Y-|¢¥Y—|¢¥Y-| G | G | R} R | R | R | R |DW]|DW| DW|DW -
: L WILL OCCUR. THE CONTRACTOR SHALL NOTIFY THE APPROPRIATE PROJECT ENGINEER IMMEDIATELY. - -
MR. DONALD SCHAFFER, ASSISTANT DISTRICT ENGINEER - CONSTRUCTION . «R—|¢R—|«R—
PHONE: (410-229-2421 6. PUSHBUTTONS ARE TO BE LOCATED SO THAT THEY CAN BE ACTIVATED BY A PERSON IN A WHEELCHAIR PHASE 2 AND & G G |¢R R R @ G R R R R RO WK | WK | Dw | DW SO
MR. ANDRE FUTRELL. ASSISTANT DISTRICT ENGINEER - MAINTENANCE REACHING LESS THAN 18 IN. FROM A 60 IN. x 60 IN. LEVEL LANDING AREA WITH A CROSS SLOPE OF PED CLEARANCE G G |«R—|«rR—|«RrR=| G G R R R R R |FLDWFFLDW DW | DW
PHONE: 410-229-2361
MR. MICHAEL PASQARIELLO. UTILITY ENGINEER LESS THAN OR EQUAL TO 2%. ) —L=
PHONE: 410-229-2341 , 7. THE 10 FT. SEPARATION BETWEEN PUSHBUTTONS 1S TO BE MEASURED FROM FACE OF PUSHBUTTON TO FACE 2 AND 6 CHANGE Y Y |«+R—|«R—|«R—| Y Y R R R R R | DW | DW | DW | DW (@~~~ °
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MR EDWARD RODENHIZER) SUPERVISOR. SIGNAL OPERATIONS 3. THE LOCATION OF ACGESSIBLE PEOESTRIAN SICNAL PUSHBUITONS WUST WEET LOCATION REGUIRENENTS 0F L
: (410) 787-765 : . | eR—|er—
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GUIDE TO BEST PRACTICE”. IF NOT MET. THE CONTRACTOR IS TO STOP WORK ON PUSHBUTTON LOCATIONS : er—|ep— H
2. ALL _INTERNAL CABINET WIRING SHALL BE PERFORMED BY THE SHA SIGNAL SHOP. UNTIL A DESIGN WAIVER IS OBTAINED, APPROVED BY THE DIRECTOR. OFFICE OF TRAFFIC AND SAFETY PHASE ALT 4 AND 8 ALT RIR¥Ro#RAeRT) R R | G| G| G| G| G |DW) DW WKWK, A©
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FOR MD 45 (YORK ROAD) ‘ ALT 4 AND 8 ALT CHANGE R R j«R—|+R—|+R—| R R Y Y Y Y Y DW | DW | DW | DW |
A. gHEN PEDESTRIAN LDCA{ES AND PR%%SES PUSHBUTTON FDRFAT EXTENDED TIME., THE 7
USHBUTTON MESSAGE WILL BE “WAIT TO CROSS YORK at FAIRMOUNT. WAIT." FLA .
B. WHEN WALK PHASE BEGINS, THE AUDIBLE SOUND WILL BE A RAPID TICK. WHICH WILL LAST FOR OPESRTﬁgN FLY | FLY | SR | SR | SR FUY | FLY | FUR | FUR | F/R | FLR | F/R [DARK|DARK|DARK|DARK[® T
THE DURATION OF THE WALK PHASE. | ' v 1
FOR SCHOOL ENTRANCE
A. WHEN PEDESTRIAN LGCATES AND PRESSES PUSHBUTTON FOR AN EXTENDED TIME, THE
PUSHBUTTON MESSAGE WILL BE “WAIT TO CROSS SCHOOL ENTRANCE at YORK ROAD. WAIT”
B. WHEN WALK PHASE BEGINS. THE AUDIBLE SOUND WILL BE A RAPID TICK, WHICH WILL LAST FOR
- THE DURATION OF THE WALK PHASE. |
EQUIPMENT LIST
A. EQUIPMENT TO BE SUPPLIED BY THE MARYLAND STATE HIGHWAY ADMINISTRATION.
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| ~ iring Diagram
B. EQUIPMENT TO BE FURNISHED AND/OR INSTALLED BY THE CONTRACTOR.
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